
PIP® 
Thermal EXO Dual Layer Balaclava

Harnesses heat from the suns powerful solar rays to create an
exothermic warming e�ect, intensifying the warming e�ect of the
material up to 15° F (10°C)
Solar Activated Dual-Layer Balaclava provides form-fitting comfort
and protection from the extreme weather conditions sealing out the
cold, wind, and snow
Soft, breathable mesh inner layer, Nylon/Spandex outer layer
Dual functionality, combine both face layers in cold climates or pull
the outer layer down exposing the inner layer when less insulation is
required
Wear both face layers in cold climates or just the mesh when
warmer
Wear as a ski mask, neck gaiter or a full-face mask

Technical Data

Color Black
Sizes Available OS
Packaging Bagged Each
Packed 144/Case
Case Dimensions (in) 23.62 x 10.63 x 18.90
Case Weight (lbs) 35.27
Country of Origin China
Fabric Polyester
Warmth Level --
Coverage --
FR Properties --
Total Layers --
Construction --
Certifications --
Product Circularity --

Care Instructions

Machine
Wash

Water Temp
40°C

Do Not
Bleach

Tumble Dry Low Heat

STYLE: 364-1195
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SKU Information
SKU COLOR SIZE UPC UPC (INNER) UPC (CASE)

364-1195 Black OS 616314322266 10616314322263 20616314322260
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