Assurance®

Heavy Duty Unsupported Latex, Unlined with

Smooth Finish - 44 Mil

Long cuff to protect forearm

* Rolled cuff adds additional strength to cuff edge for longer glove life

and prevents liquid run-off

e Chlorinated to harden and cleanse the surface of the glove

Applications

e Food Processing
Chemical Handling
Chemical Refining
Cleaning

Janitorial

SPECIFICATION SHEET

sTyLE: 47-1.442

Unlined to reduce potential of product contamination
Extra thick for added protection and abrasion resistance
Anatomically shaped to provide good fit

EN 374 EN 388

AKL 4X11

Technical Data

Color

Sizes Available
Packaging

Packed

Case Dimensions (in)
Case Weight (Ibs)
Country of Origin
Polymer
Thickness

Lining

Length

Cuff

Grip

Dip

Construction
Certifications
Product Circularity

Black

M-XL

Pair Bagged Plain
1Dozen/Case
17.32 x 12.80 x 6.69
8.16

Sri Lanka

Latex

44 Mil

Unlined

Rolled

Smooth
Unsupported
Silicone Free

Performance Data

ANSI Cut Level
EN 374

EN 388

EN 374-5

AKL
4X11X

Care Instructions

Y

Do Not Wash
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SPECIFICATION SHEET

SKU Information

SKU COLOR SIZE UPC UPC (INNER) UPC (CASE)

47-L442/M Black M 616314035050 01616314035050 02616314035050
47-L442/L Black L 616314035043 01616314035043 02616314035043
47-L442/XL Black XL 616314035074 01616314035074 02616314035074
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